
18"Ø X 18" LONG SCH. 40
PVC PIPE FOR SUMP PIT

1" S.S. GRATING, SPLIT
FOR REMOVAL

11
2" PVC BALL VALVE

(NIBCO OR EQUAL)

11
2" PVC BALL CHECK

VALVE (NIBCO OR EQUAL)

11
2" UNION

PIPE GALLERY FLOOR
SLAB, SEE STRUCTURAL
SHEETS FOR
REINFORCING

1'-8" 12"

REINFORCED CONCRETE
WALL, SEE STRUCTURAL

SHEETS FOR
REINFORCING

11
2" (MIN.) NPT S.S. SUMP

DISCHARGE PIPING

1
4 HP SUMP PUMP (HYDROMATIC SD33
OR EQUAL, THE USE OF EXTERNAL
FLOATS ON THE PUMP IS NOT
ACCEPTABLE)

18"Ø X 18" LONG SCH. 40
PVC PIPE FOR SUMP PIT

1" S.S. GRATING, SPLIT
FOR REMOVAL

REINFORCED CONCRETE

NON-REINFORCED CONCRETE

11
2" UNION

NTS

NTS

SLOPE TO DRAIN

1
4 HP SUMP PUMP (BV-40 OR EQUAL,
THE USE OF EXTERNAL FLOATS ON

THE PUMP IS NOT ACCEPTABLE)

REINFORCED CONCRETE
WALL, SEE STRUCTURAL

11
2" (MIN.) NPT S.S. SUMP

DISCHARGE PIPING

PRINGDALE
WATER UTILITIES
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